TACCNIC

FINDING A BETTER WAY

Silicone Rubber Coated Glass Fabrics 1 EE

Taconic’s Silicone Rubber Coated Glass Fabrics offer a tough coated surface for applications where high flexibility and a high
slip coefficient are required. Products in this range offer an excellent electrical insulator in harsh environments, have high
resistance to mild alkali, non-oxidizing acids, most salts, mineral lubricating oil, air, moisture and sunlight and will release
adhesive and viscous materials which often adhere to a fluorocarbon resin.

Applications for silicone coated fabric include electrical insulation tapes, gaskets, heater
covers, safety curtains, conveyor belts for industrial processes, foam manufacturing, shrink
tunnels and release and separator sheets for viscous processes in the chemical, rubber,
plastic, electrical and aerospace industries.

Benefits include excellent release properties up to 230 °C, good chemical, abrasion and flex
resistance, outstanding dielectric properties and the products do not exhibit the low friction
surface or self-lubricating properties of PTFE coated fabrics.

Some Silicone Rubber Coated Glass Fabrics are available with silicone coating on one face
only. This range offers all benefits of the two-side coated products as well as the ability to
bond the uncoated side to another chosen surface or material.

Liquid Silicone Rubber (LSR) coated glass fabric is available with liquid silicone rubber on both sides, or with PTFE on one side
and liquid silicone rubber on the other. Our LSR products are all approve for direct food contact. Benefits include high
friction/non-slip, being chemically inert and excellent release properties.

The below table shows a selection of products in our Silicone Coated Glass Fabrics and Liquid Silicone Rubber product ranges:

. - . Weight Nominal % .
Two Side Coated Silicone Glass Fabrics Product g/m2 Thickness mm Coating Width mm
Weight Nominal % . 7058 Bronze
Product g/m2 Thickness mm  Coating Width mm LSR Red 425 0.225 25 1000
7072 250 0.170 57 1000 7060 LSR Red 425 0.225 25 1000
7102 340 0.235 68 1000 7108 LSR Red 640 0.345 23 1000
X X o
7142 530 0370 44 1000 Product ~ 'Veight  Nominal % Widthmm
g/m2 Thickness mm Coating
7152 540 0.380 62 1000, 1200 7102 395 0.265 72 1000, 1200
LSR Red
7202 750 0.515 46 1000 7425528“ 1520 1.150 60 1000
7242 760 0.540 45 1000 One Side Coated Silicones
Weight Nominal % .
7322 1080 0.750 62 1000 Product g/m2 Thickness mm Coating Rascing
7422 1400 1.000 59 1000 7101 240 0.150 55 1000
7151 400 0.280 48 1000, 1500

Information contained in this document is based on our general experience and is given in good faith, but we are unable to accept responsibility in respect to factors which are
outside our knowledge or control. All data is subject to change without notice. All values are typical. Technical data sheets for all products are available on our website.

Our European Sales Team is ready to serve your needs.

Simply visit our website www.taconic-ipd.com for more information.
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