TALCLCONIC

FINDING A BETTER WAY

TacCook 1Bk

Taconic’s range of industrial food processing belts.

Taconic’s TacCook range are specially selected PTFE coated glass fibre
food belting products offering excellent value and performance.

Available in cut belt or roll goods format TacCook products incorporate a
high release non-stick PTFE to ensure superior release in aggressive food
cooking applications, excellent heat transfer properties, efficient cooking
of the food product and longest belt lifetime possible, all at a maximum
of 260°C.

Characteristics of TacCook Range:
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e Incorporation of a special high-release PTFE coating ensures
superior non-stick properties and long life.

e Excellent temperature resistance and high heat transfer

e Use of a dimensional stable glass fabric ensures increased
resistance under heat and pressure.

e Use for cooking various types of meat, piadini, biscuits &
tortillas
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TacCook 9 Black and TacCook 10 Red are designed as high-performing value alternatives in the
conveying and cooking of foods on industrial cooking lines. Typically used on contact fryers of OEMs
such as Food Process Technologies, Formcook, JBT and Berief both of these TacCook products
ensure optimum line efficiency, superior belt lifetime and excellent cooking.

All of our TacCook product range are available as roll goods as well as custom belts cut to measure,
with metallic or non-metallic joints to meet your specific needs.
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TacCook 27 is a PTFE coated glass belting fabric specially designed for
industrial level food cooking applications such as biscuits, breads,
piadini and pet food. TacCook 27 uses a high release PTFE to ensure
superior non-stick properties in the most aggressive food cooking
applications. Whilst carrying heavy loads, TacCook 27 has excellent
release, dimensional stability and maximum lifetime all at high
temperatures.

TacCook 9 Black TacCook 10 Red TacCook 27

PTFE Content % 62
Weight - g/m2 550 600 1450
Nominal Thickness - mm 0.260 0.280 0.700
Tensile Strength. Warp - N/5cm 2200 2200 3000

Tear Strength, Warp - N 40 40 80
Coating Adhesion Strength - N/5cm 45 45 70
Dielectric Breakdown —V 3000 6000 3000
Operating Temperature - °C -73 °Cto +260 °C -73°Cto +260 °C -73°Cto +260 °C

Please note that information in above tables is based on our general experiences and is given in good faith. We are unable to accept
responsibility in respect of factors which are outside of our knowledge or control.

Other products offered by Taconic for industrial cooking of foods include our Tacmaster range
with increased abrasion resistance and enhanced thermal transfer properties. Our 9119-3 Brown
is an equivalent to TacCook 9 Black, but with a special dark brown colour for optimal release.

Product Standard Widths
1000mm, 1200mm, 1500mm & 2000mm
TacMaster 11 Black 1200mm & 1350mm Rev2 26
TacMaster 9 Silver 1200mm & 1350mm @ @

9119-3 Brown 1200mm & 1500mm
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Our European Sales Team is ready to serve your needs.

Simply visit our website www.taconic-ipd.com for more information.
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