
          TACWELD
The new generation for the uPVC welding industry

Taconic introduces a new range of PTFE coated glass products for the uPVC welding industry -
TACWELD. Using proprietary technology, this product range allows customers to maximise lifetime 
of the sleeves covering the heated platens and also facilitates excellent weld quality thus exceeding 
the performance of other products available in the marketplace.

Key characteristics of the TacWeld range include non-stick properties, being chemically inert and 
continuous temperature resistance to 260°C. These attributes allow end-users to melt the angled 
edges of the uPVC profile, press them together and hold in position while the profile cools to form 
the corner of the window or doorframe. 

Advantages of TacWeld range include:

TacWeld will ensure a longer lifetime of the PTFE sleeve. In addition, the uPVC profile is less prone 
to sticking to the surface due to improved release properties, facilitating a swift and more efficient 
production due to the reduction in change-over of the sleeve and reduced machine downtime.

Benefits to the uPVC industry include:

Increased wear resistance
Superior abrasion resistance
Improved cut through resistance
Excellent puncture resistance
Temperature resistant to 260°C
Best Release
Chemically Inert
Easy Cleaning
Also available with adhesive on one face

Higher quality weld More cost-effective production
Less machine downtime Easy to maintain
Increased efficiency Improved finished product



With the addition of a specially developed high-temperature, pressure-sensitive silicone adhesive
on one face, the TacWeld A69 range ensures easy application of the cut sleeve to the platen as well 
as facilitating quick removal. Our TacWeld products ensure trouble-free installation and 
changeover and are available in roll format, pre-cut sheets, sleeves and belts to suit the design of 
your machine.

TacWeld non-adhesive product range
TacWeld 69 

Brown
TacWeld 69 

Red
TacWeld 69 

Green
PTFE Content % 66 66 66
Weight g/m2 315 315 315
Nominal Thickness  (mm) 0.143 0.143 0.143
Tensile Strength - warp N/5cm 1300 1300 1300
Tear Strength -warp N 20 20 20
Coating Adhesion Strength N/5cm 22 22 22
Dielectric Breakdown (V) 3500 3000 3000
Maximum Temperature C 260 260 260

TacWeld Self adhesive product range
TacWeld A69 

Brown
TacWeld A69 

Red
TacWeld A69 

Green
Thickness before adhesive mm 0.143 0.143 0.143
Adhesive Type Silicone Silicone Silicone
Adhesive Thickness mm 0.060 0.060 0.060
Adhesive Strength N/25.4mm 12 12 12
Maximum Temperature C 260 260 260

Please note that all values are typical and given in good faith. For a full, up to date, detailed specification please contact Taconic.
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