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Self-Adhesive Tac-Tapes 1 2B
Taconic’s self-adhesive tapes, including our range of self-adhesive PTFE glass tapes & skived PTFE
tapes (Tac-Tapes), are manufactured using high quality PTFE coated glass fabrics, silicone rubber
coated glass fabrics and skived PTFE film. Commonly known as packaging tape or PTFE adhesive
tape, most products are available with silicone or acrylic adhesive and up to 1500mm wide and can
be slit to widths as narrow as 3mm.
Products in our Tac-Tape range are used in many industrial applications and
processes. These self- adhesive tapes have PTFE coated on both sides with one
side coated with a pressure sensitive silicone polymer adhesive, formulated for
use up to 260°C, and a yellow corrugated release liner. Acrylic backed tapes are
resistant to 180°C and come with a flat blue liner as standard.

Electrical Grade PTFE Fiberglass Tapes

For the most demanding nonstick applications that require the highest PTFE-to-substrate ratio in

their class.

Premium Grade PTFE Fiberglass Tapes

Designed for the most demanding non-stick applications that require a super smooth surface.

Standard Grade PTFE Fiberglass Tapes

Preferred for most adhesive applications where a smooth surface with excellent non-stick

properties is required.

Industrial Grade PTFE Fiberglass Tapes

Ideal for those adhesive applications where a medium coating with excellent non-stick properties
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is required.
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Anti-Static PTFE Fiberglas;s Tabes

These carbon-loaded products have semi-conductive and anti-static properties to reduce static in
tape applications.

Skived PTFE Film Tapes

Effective in high dielectric/high temperature masking applications. High elongation makes these
tapes excel in applications where conformability is important.

Silicone Coated Glass Fabric Tapes

These tapes are used where high flexibility and a high slip coefficient are required

UHMW Film Tapes

Ultra-High Molecular Weight Polyolefin outwears PTFE 5-to-1 in mechanical applications below
66°C.
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Specialty Tapes

Acrylic Adhesive Tapes

Many of our Self-Adhesive PTFE Fabrics are also available with an Acrylic
Adhesive (as opposed to the standard silicone adhesive). The acrylic
adhesive has higher adhesion than silicone adhesive but a lower
temperature resistance (180°C)

PTFE Fiberglass Roll Covering
Provides nonstick protection of rolls and drying cylinders from sticky residue during material
processing.

e Easy installation

e Less maintenance than shrink tubing or spray coating

e Reduced downtime and maintenance costs

e Easily repaired

PTFE Fiberglass Zone Tapes & Heat Sealers
Ideal as a barrier between hot surfaces and sealing materials (for use with L-
sealer bars and vacuum sealers).

e Custom adhesive zones

e Acrylic or synthetic rubber adhesive

Thermal Spray Masking Tapes
Provides abrasion and temperature resistance for masking in metal/ceramic plasma spraying,
flame spraying, HVOF (High Velocity Oxygen Fuel) spraying and grit blasting.

e Tape will not lift or fray during processing

e (lean tape removal

e Superior abrasion and temperature resistance

e Adhesive coated on one or two sides

e  Optimal conformability

For full details of products in our self-adhesive Tac-Tapes, and their specifications, € €3
please visit the Products section on our website www.taconic-ipd.com BIRONMENT | QUALITY
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Our European Sales Team is ready to serve your needs.
Simply visit our website www.taconic-ipd.com for more information.
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+353 44 9338300 +48 95 723 44 00 +49 2233 7100060
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