Finding a better way

Product Specification Tacpatch A3

Tacpatch A3 has been developed for use as a self-adhesive patching material on damaged or punctured conveyor
belts. Amongst the unique features of Tacpatch A3 is the ability to be detected by magnetic sensors. In addition, the
incorporation of abrasion and puncture resistant additives prolong the life of the patches, meaning the lifetime of the
original belt is maximized. The silicone adhesive on one face should be applied to a clean working surface. Using
Tacpatch A3 will minimise any potential distortion of the product being processed. Tacpatch A3 is available at 1000mm
wide or in slit rolls format

Product Properties Units Value Tolerance Test Method
Adhesive Type Silicone
Substrate Type E-GLASS
Total Weight of Substrate g/m2 200 +/-5% ISO 2286-2
% Coating of Substrate % 76 +/-2%
Substrate Nominal Thickness N/A
Adhesive Thickness micron 50 +/-5 microns ISO 2286-3
Total Product Thickness micron 160
1 Typical
Adhesive Strength N/25mm ISO 8510-2
9 Minimum
°Celsius -73° to +260°

Operating Temperature

Information contained in this document is based on our general experience and is given in good faith, but we are unable to accept responsibility in respect
to factors which are outside our knowledge or control. All data is subject to change without notice.

Ists

QUALITY ENVIRONMENT
150 9001:2015 50 14001:2015
| MSAICertified || HSAI Certified Please visit our website www.taconic-ipd.com to learn more about our products
and contact us on info@taconic-ipd.com for samples or a gquotation.
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