
A wide range of PTFE coated glass products

TACONIC International has a wide range of products available for the Packaging Industry.

• PTFE TAC TAPES One side adhesive coated in all required widths
• PTFE TAC TAPES Non adhesive as belts or custom slit widths
• PTFE TAC TAPES Zone tapes with superior double-sided-tapes
• PTFE TAC TAPES Heat Sealer Tapes with Silicone Backing Paper
• PTFE TAC TAPES Endless Belts with studs or eyelets for automatic packaging machines     
• PTFE TAC TAPES Endless Duplex Belts for for packaging machines     

All materials are available with anti-static coating

ADVANTAGES

• Advanced PTFE coatings achieve 
maximum release

• Excellent temperatures resistance 
to + 260°C

• High quality silicone adhesive ensures 
superior adhesive strength also at high
temperature

Zone Tapes & Heat Sealers

PTFE Zone Tape  
anti-static 
Double sided tape 
on both sides

PTFE Zone Tape
anti-static 
Double sided tape 
on one side

PTFE Zone Tape
standard 
Double sided tape 
on both sides 

PTFE Heat Sealer
Tape standard
Single sided tape 
on both sides

PTFE Heat Sealer Tape
Standard
Translucent tape 
on both sides

Self adhesive PTFE TAC TAPES guarantee outstanding
release properties in vacuum packaging machines

Endless PTFE Belts with guiding studs for automatic pak-
kaging machines

PTFE coated glass fabric at custom width on a Heat
Sealing Machine



A wide range of PTFE coated glass products

TECHNICAL DATA FOR PTFE TAC TAPES

TAC TAPES can be slit to required customer widths. 
TACONIC will guarantee adhesive performance on its products for a period of 6 months from date of dispatch.
Please contact your local Taconic site for further details on TAC TAPES and other products in our range.

TACONIC International Ltd.
Niederlassung Deutschland
Emil Hoffmann Str. 12-16
50996 Köln
Germany

Tel. + 49 (0) 2236 – 39 45 0
Fax. + 49 (0) 2236 – 39 45 99
Info@taconic.de
www.taconic.de

TACONIC International Ltd.
Industrial Products Division
Forest Park, Mullingar
Country  Westmeath
Republic of Ireland

Tel. + 353 44 383 00
Fax. + 353 44 383 90
info@taconic-ipd.com
www.taconic-ipd.com

TACONIC FRANCE
Z.A. des Vernays

74210 Doussard
France

Tel. + 33 450 – 44 31 47
Fax. + 33 450 – 44 88 45
alainv@4taconic.com
www.taconic-ipd.com

Wildcat TACONIC
School Close
Burgess Hill
West Sussex RH 15 9RD
Great Britain

Tel. + 44 1 444 247756
Fax. + 44 1 444 248416
info@wildcat-taconic.com
www.taconic-ipd.com

PTFE ZONE TAPES

Type Nominal thickness
(mm)

5038 E 0.08
5058 E 0.13
5068 E 0.15
5108 E 0.25
7039 E 0.08
7058 E 0.13
7068 E 0.15

PTFE HEAT SEALER TAPES

Type Nominal thickness
(mm)

5038 HS 0.08
5058 HS 0.13
5068 HS 0.15
5108 HS 0.25
7058 HS 0.13
7068 HS 0.15
7033 HS 0.08
7053 HS 0.13

PTFE  HEAT SEAL TAPE  5038 HS
0.08 mm x 50 mm x 25.000 mm
both sides 20 mm single-sided-tape
width Silicone paper 
20 - 40 - 20 / Opening 40 mm  

double-sided-tape 
20 mm

double-sided-tape 
20 mm40 mm opening

total width 80 mm 

Industrial Grade

A 5038  A 5058  A 5068 A 5108

1000 1000 1000 1000

0.08 0.13 0.15 0.25

40 50 50 60

7.6 10 10 10

Type

Standard width (mm)

Nominal thickness (mm)

Adhesive thickness (micron)

Adhesive strength 
(N/25,4 mm)

Premium Grade

A 7039  A 7069  A 7109 

1000 1000 1000 

0.08 0.15 0.25 
40 50 65 

10 10 11 

Type

Standard width (mm)

Nominal thickness (mm)

Adhesive thickness (micron)

Adhesive strength 
(N/25,4 mm)

Anti - Static  Grade

A 7033  A 7053  A 7163 A 7103

1000 1000 1000 1000

0.08 0.13 0.15 0.25
40 50 50 65

7.6 10 10 11

Type

Standard width (mm)

Nominal thickness (mm)

Adhesive thickness (micron)

Adhesive strength 
(N/25,4 mm)

Standard Grade

A 7058  A 7068  A 7108 A 7148

1000 1000 1000 1000
0.13 0.15 0.25 0.35

50 50 65 80

10 10 11 12

Type

Standard width (mm)

Nominal thickness (mm)

Adhesive thickness (micron)

Adhesive strength 
(N/25,4 mm)

Silicone paper
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40 mm opening

total width 80 mm 

PTFE  ZONE TAPE  5038 E
0.08 mm x 80 mm x 30.000 mm
both sides 20 mm double-sided-tape   
20 - 40 - 20 / opening 40 mm




